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10 CSR 10-2.210 Control of Emissions From Solvent Metal Clganing
(1)  Applicaftien]bility.
(A)  This rule shall apply throughout Clay, J&
(B)  This rule shall apply to all installationS whigh em
compounds (VOC) from solvent metal cleani :
(C)  This rule applies to any of the fol{owing sat[whi
nonaqueous solvents to clean ove soils from meta
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xemptions.
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4, Air- tlght or airless cleam
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1 The followi
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control re 20510 CSR 10-
2.230, 10 CS :

10ns regulated under 40 CFR 63
ission Standards for

C. Janitorial and |nst|tut|0nal cleaning.

(2 Definitions.
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(A)

(B)

(©)

(D)

Airless cleaning system—A degreasing machipe thaj/s automatically
operated and seals at a differential pressure of 25 tofr (25.0 millimeters of
Mercury (mmHg) (0.475 pounds per squase incl (psi)) or less, prior to

the introduction of solvent vapor into the/Cleanjng ckamber and maintains

Electronic components—AII pertio ' ig’assembly, including,
but not I|m|ted to, circuit board asse S i ire assemblies,

and filters.
Flush Cleaning

such as the floqys,
kitchens, etc.

eilings, walls, windows, doors, stairs, bathrooms,



[€5H](L)Medical device—An instrument, apparatus, } ent, machine,
contrivance, implant, in vitro reagent or oty .
component or accessory that meets one (2 Qwing conditions:

1. It is intended for use in the diag

ple

conditions, or in the cure, mitigatio
disease;

2.

3 It is defined in the Natig

(M)  Nonaqueous solvent—Any solvg

(N)  Optical device—An optical ete in & ¢tro-optical device

(O)  Soils—Includes, byt not limited to, unwa
dirt and oil. Spfay Hs,_in addition, inc

(P)
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wvner-or-operator]one shall[-aHow-the-operation-of
ampcoldheleanerusingluse, sell or offer for sale for use
withlin Clay, Jackson and Platte Counties a cold cleaning






ra. of a cold cleaner may use an alternate

QWNer or ope

or greater than the requirements of [parts

». /\ a

Jsubparagraphs (3)(A)LA. and (3)(A)LB.



[€E}]D.Each cold cleaner shall have a ¢ ich [wi-]prevents
the escape of solvent vapors fyom thg’solvent bath while in
the closed position or an engtosed resexyoir which [w}
limits the escape of solvent vapors from thesolvent bath

[HIE.

as spring loadi
systems):
() The solvent [velatilityVapor/pressure is greater
-seven point eight
htipdred degrees

Dy power

éd twenty degrees Fahrenheit (120°F)) must use one
(1) of the following control devices:
() A freeboard ratio of at least 0.75;



2.

A.

(1) Water cover (solvent must bg’i ble in and
heavier than water); or
Other control systems wj

vapor Ievel i
an equivalent Ss

devices:
Q)
(1)

approval by the director and EPA.



equipment.
3. Conveyorized degreasers
A.

Jice shall be one (1) of the following:

frlgerated chiller;

e (25) ppm of solvent by volume averaged over
one (1) complete adsorption cycle as measured
using the reference method specified at 10 CSR 10-

6.030(14)(A); or



(1) A control system with a mass bajance demonstrated
overall VOC emissions réductign efficiency greater
than or equal to sixty-five peytent (65%) and prior

4. Air-tight or airless cleaning systéms. Ai

A.

[€S}](B)Operating Procedure[s] Requwemen
1. Cold cleaners.

hut down until operation is restored to meet rule

0 requwements[tramed—seme&pepsemel—%&able

Reduction of the waste material to less than twenty
percent (20%) VOC solvent by distillation and
proper disposal of the still bottom waste; or

(1)  Stored in closed containers for transfer to—




@ A contract reclamatig
(b) A disposal facility Zpproyed by the director
and EPA.

F. Waste solvent shall be stored |
only.

2. Open-top vapor degreasers.

A The cover shall be kept
processing workloads
degreaser, performi
samples.

B.

ways:
()] Parts shall be
drainage;

(1)
(1)
(V)

allowed to dry within the
er freeboard area for at

By e], the unit shall be shut down
nis restored to meet the rule operating



Ventilation exhaust from the open-¥op vgpor degreaser
shall not exceed sixty-five (65) cuPic feet per minute per

opening.
Water shall not be vis

AIn shut down until[trained-service-persennel
: | operation is restored to meet the rule
y requirements[within-the-established



are repaired.
Water shall not be visuall
water separator.

of the following
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o by the director

AA a

and EPA[

onIy be cleaned in remote closed top spray gun
G eanlng machines under the following

closed at all times except when being
accessed or maintained; and

Removable containers (which shall not
exceed thirty (30) gallons in size) for
clean, used and waste solvent, are kept
tightly closed except when being accessed
or maintained;



(1) Nonatomized spray gun clganing. Nonatomized

percent (20%) VOC solvent by
tion and proper disposal of the still

) ored in closed containers for transfer to—
(@) A contract reclamation service; or
(b)  Adisposal facility approved by the
director and EPA.



C. Waste solvent shall be stored An cloged containers only.
5. Air-tight and airless cleaning syste

director and EPA.
ent shall be stored in closed containers only.

Training records shall be maintained per subsections (4)(D) and
(4)(E) of this rule.

4) Reporting and Record Keeping.



(A)

(B)

(©)

solvents”'lii!i he requireme s offpa
[2 ala avd ’

(sixty-eight degrees Fahrenheit (68°F)).
etal cleaning training required by

this rule{fore
der subseclw




